
FITTING INSTRUCTIONS - CLUTCHES FOR HILLBILLY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
 

1.       Turn the green release cap in the centre of each wheel anti-clockwise and pull 
them off the main axle 

2.       The wheel clutches are on the main axle behind the wheels and are located on a 
roll pin through the axle. Simply pull the clutches away from the roll pin and off the 
axle 

3.       Clutches are left and right handed and depending on whether you follow or lead 
your trolley they need to be fitted to enable the wheels to freely rotate forwards. 

4.       Lightly oil the axle and slide the first clutch on to the axle and fully locate it on the 
roll pin 

5.       Refit the first wheel. Ensure the green release cap is rotated clockwise (lock 
position) before putting the wheel back on. Rotate the wheel to engage with  the 
clutch and push fully home to lock it 

6.       If the wheel rotates freely forward you have the correct handed clutch. If the wheel 
freely rotates backwards remove wheel and clutch and swap the clutch for the 
other one 

7.       Fit the second clutch and wheel as above 
8.       Wheels fit either side, they are not handed 
9.       If, when you start the trolley, the axle turns and the wheels do not rotate then the 

clutches are on the wrong side. Swap them over and all should be OK. 
 
 
 
 

 
 

Happy golfing. 
 
 
 

The Golf Workshop     -     sales@golfworkshop.co.uk 
 


