
FITTING INSTRUCTIONS FOR HB GEARBOX 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back 
when re-assembling. 
 
 
1.  Remove one wheel - Number 1 
 
2.  Pull the clutch, - Number 2, off the spindle. The clutch is located on the hub of the wheel and is accessible once the 
wheel is removed. 
 
3.  A steel roll pin, approx. 30mm long, through the main axle is revealed when the clutch is removed. Knock out the 
roll pin, - Number  3, using a hammer and a 3mm pin punch, save for re-use later 
 
4.  Slide the black coned covers, - Number 4, away from either side of the gearbox, you will need to save one of these 
for re-use with the new gearbox. 
 
5.  On one side of the gearbox is another roll pin, - Number 5, securing the axle to the gearbox. Knock this pin out with 
the punch, save for re-use later.. 
 
6.  Withdraw the axle by pulling the wheel, - Number 6, which is still attached to it. 
 
7.  Remove the two screws and washers, - Number  7, holding the gearbox to the motor, save for re-use later. With the 
gearbox disengaged from the motor, remove the coupling between motor and gearbox, save for re-use later.  
 
8.  Fit the coupling on to the shaft in the new gearbox, Assemble by reversing the procedure and do not forget to slide 
one black coned cover over the axle on the gearbox side with the long roll pin. 
 
NOTE:  Do not fully tighten the two screws holding the gearbox to the motor until the axle is re-fitted and secured. 
 
Please note that the older Hill Billy trolleys can suffer with the axle binding to the gearbox 
and being impossible to separate - See axles in FRAME PARTS section of the web site: 
www.golfworkshop.co.uk  
 
 
 
 
 
 

The Golf Workshop     -     sales@golfworkshop.co.uk 


