
FITTING INSTRUCTIONS FOR REPLACEMENT 
HILLBILLY HiLite MOTOR BRUSHES 

 
The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back 
when re-assembling. 
 
Lay the trolley on its side on one wheel and prop up the handle. 
 
The motor is behind the battery tray and between the two curved frame sides. 
 
On either side of the motor there are two circular black plastic caps each with a slot for a large flat-
headed screwdriver. 
 
Using a screwdriver that fits the slot, undo each of the caps turning anti-clockwise. If you are 
going to re-use these caps, ensure you do not damage the edges of the slot. 
 
The motor brush is fitted behind the cap. Remove each brush from its housing by pulling the small 
metal plate attached to the end of the spring. The spring and carbon block will come out with it. 
 
Usually the two old brushes have worn to different lengths, this is normal but you should always 
replace both brushes. 
 
Place the new brush in the housing, pushing the carbon block as far as it will go and feed the 
spring into the housing and push the metal plate inside so the wings either side of the plate slot 
into the straight narrow ends of the housing. If you have difficulty getting the wings into housing 
squeeze them slightly together. 
 
Hold the brush in position inside the housing with your finger or a small screwdriver and slide the 
plastic brush cap over the top of the brush and again hold in place. 
 
Gently screw the cap back on clockwise so it is hand-tight being careful not to cross the thread or 
damage the slot.  
 
If you have problem accessing the motor caps there are two screws which hold the motor up onto 
the gearbox, you can remove these screws which will allow you to rotate the motor and give you 
easier access to the brushes, obviously once you have replaced the brushes do not forget to 
replace the two screws and tighten fully. 
 
Once you have replaced one brush then repeat the above procedure on the second brush on 
the other side of the trolley motor. 
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