
 
FITTING INSTRUCTIONS –  BATTERY TRAY 

AND AXLE BLOCKS FOR FREEWAY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or advice 
from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back 
when re-assembling. 
 
You will need a rivet gun capable of riveting a 5mm rivet with a 2.5mm shaft for this job. Do not start until 
you have checked if the rivets fit your gun. 
 
Using a 5mm drill, drill out the two pop rivets in the right hand side of the battery tray (Fig.1) These go into the right 
main frame. Drill out the other pop rivet on the left side of the tray (Fig. 1) The tray will now lift off, be careful not to 
damage the control unit under the tray. 
 
Push the two right hand rivets into the frame with a pin punch or a nail. The left rivet is a very long one and is in a 
plastic post supporting the tray. Remove the post, and save this as you will reuse it. Cut the rivet off at the bottom 
end near the frame with a small hacksaw. Then push the rivet into the frame. Prise off the plastic end caps from the 
ends of the frame tubes where the pop rivet heads are inside. Tip out the pop rivet heads and tap home the plastic 
end caps. 
 
If you are fitting new axle blocks: Remove the wheels and the clutches. The clutches are held on with roll pins 
(Fig.2) and are tapped out using a pin punch or similar. The pin is parallel and can be removed from either end. 
(Older Freeways have the clutches in the wheels, just remove the wheels) 
 
Prise off the starlocks (Fig.3) that were under the battery tray with a screwdriver. If hard to remove use a pair of side 
cutters and cut them off without damaging the rivets if you intend to re-use them. 
 
The existing axle blocks can now be removed (note the way they fit). Slide each new axle block in place, push 
through the rivet from the underside. Once this is done support each rivet head and tap two starlocks on to each, one 
at a time, using a small tube.  Refit battery tray using the new pop rivets. Long rivet in the post and the two shorter 
ones in the right frame. Fit the clutches and roll pins and the wheels and away you go. 
 
Make sure all rivets are very tight as the weight of the battery will cause damage if they are not. 
 
Happy golfing 
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