
LOCKED-ON CLUTCH REMOVAL FOR POWAKADDY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
First thing is to spray WD40 on each side and leave to penetrate for 12 hours. 
  
You then need to try to lever them off. Put a block of wood on the frame in the gap on the inside 
of the clutch and using a pry bar or a large screwdriver try to lever off. While you are doing this 
spray each side of the gearbox in case the axle is also rusted in to it. 
  
If this does not work: Smash the plastic case of the clutch (WEAR EYE PROTECTION AS BITS 
OF PLASTIC WILL FLY).  
 
When only the metal sleeve is left on the axle use a blowtorch to gently heat the clutch inner 
sleeve, not the axle. This expands the clutch sleeve and then you can usually lever it off but be 
careful, it will be very hot, best to wear protective leather gloves. 
  
Hopefully this will work. 
  
Slide the old clutch off the axle, clean the axle with wire wool or fine emery paper, lightly 
grease the axle before sliding on the new clutch. Line up the holes and tap the pin back 
through to secure the clutch to the axle. Repeat with the other clutch. Refit the wheels and 
away you go. 
 
Happy golfing. 
 
 
 
 
 
      
 
 
 

The Golf Workshop     -     sales@golfworkshop.co.uk 
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