
FITTING INSTRUCTIONS - CLUTCHES FOR POWAKADDY 
These black metal clutches are the latest version and are replacements for 

the green/silver – white plastic or black plastic versions 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 

AS YOU WALK BEHIND THE TROLLEY 
LEFT CLUTCH HAS WHITE or RED INSERT      -     RIGHT CLUTCH HAS BLACK or BLUE INSERT 

 
Remove each wheel and place blocks, preferably wood, under the old clutches. 
 
Clean the area around the inner edge of the clutch with a cloth to expose the rollpin (Fig.1). 
 
Rotate the axle so that the pins are vertical so you can tap them out easier. The pins are tapped out using a 
3mm pin punch or similar. The pin is parallel and can be removed from either end. Usually strong sharp taps 
are sufficient do not use brute force. If the pin is not easily removed then apply WD40 and leave overnight. 
 
Slide the old clutch off the axle and lightly grease the axle before sliding on the new clutch. Line up the holes 
and tap the pin back through to secure the clutch to the axle. Repeat with the other clutch. Refit the wheels and 
away you go. 
 
REF FREEWAY:  While you have the clutch off the axle it is worth examining the axle blocks held in place by 
the rivet shown in Fig. 1. These are the black plastic mouldings under each side of the chassis and the axle 
runs through them. Wiggle the axle up and down and if the axle block holes are elongated they should be 
replaced. Failure to replace them will mean the axle can move up and down excessively and will cause wear 
and tear on the gearbox. Far cheaper to replace the axle blocks, 100510KIT (Ref: 3022KIT) than the gearbox. 
 
Occasionaly when fitting new clutches to the older white Classic trolley the wheel will not lock on to the axle 
Over the years the locking catch in the hub cap might get bent and have to be tapped flat. Remove the hubcap 
and gently tap the metal locking catch flat. 
 
 
(Older Freeways have the clutches in the wheels which are held on with “R” clips, just remove the 
wheel; THESE CLUTCHES WILL NOT FIT THIS TYPE OF WHEEL) 
 
 
Happy golfing. 
 
 
 
 
 
      
 
 
 

The Golf Workshop     -     sales@golfworkshop.co.uk 
 

Clutch Rollpin 

Fig.1  


