
DIGITAL ENCODER FOR POWAKADDY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
The encoder board is a printed circuit board that should be handled carefully and ensure that you avoid any static 
charge being discharged through the board. 
 
Equipment Needed:- 13mm Spanners, cross head screwdriver and a small flat/cross head screwdriver 
 

1. Undo the handle, there are 4 cross head screws. Two are visible on top of the handle and have captive 
nuts underneath while the remaining two will be underneath the handle, the lower two screw directly into 
the handle and do not have nuts. Please keep the screws safe as you will need them later. 
 

2. Once the top part of the handle opens you will notice that there is a circuit board with a display, this is the 
Encoder Board. 
 

3. The knob on the side of the handle needs to be removed; first, the yellow cap needs to come off. This is 
quite simple and a flat headed screwdriver can be carefully used to ease the cap off. 
 

4. Once the yellow plastic cap has been removed it will expose a nut, this nut has to be loosened using a 
5mm spanner. It only needs to be turned slightly. The knob should then come off the encoder shaft you 
can now undo and remove the little barbed nut and small plastic part that you can see. 

 
5. Now loosen the screws in the connector of the board to release the handle wires. Please note that you only 

need to loosen, don’t take them out altogether. 
 

6. The Encoder board will then lift out of the handle. 
 

7. Insert the new Encoder board making sure that the LED display is facing up; this board will only fit into the 
handle one way. 
 

8. On the outside of the handle put the small plastic part on to the encoder shaft, it needs to fit flush and will 
only go in one way. The barbed nut needs to then be put on and tightened gently. 

 
9. The black knob then goes onto the shaft and needs to be tightened using a 5mm spanner.  Please do not 

over tighten this part; it only needs to be hand tight. 
 

10. This is the tricky part so concentrate!! The five wires from the handle wire need connecting to the  
Encoder board. With the Encoder in the handle going from left to right as you are standing behind the 
trolley it goes Green, Blue, White, Red and Black, make sure each wire is gently tightened. 

 
11. Put the top part of the handle onto the base and check that no wires are trapped, re-insert all of the handle 

screws and you are done. 
  
 

 
Happy golfing. 
 
 

The Golf Workshop     -     sales@golfworkshop.co.uk 
 


