
DUMMY CLUTCH ON FREEWAY OR ROBOKADDY 
 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
 

Equipment Needed:- 3 mm Pin Punch (51661) and a small Hammer.  
(If you do not have a pin punch then hold a masonary nail in a pair of pliers and use it as a 
punch). 
 

 
 
1. Remove the main wheel on the side that the dummy clutch needs changing, now place 
the wheel underneath the axle to support the trolley (this helps to make the repair easier). 
 
 
2. With the 3mm Pin Punch, carefully knock the roll pin out of the existing dummy clutch 
or if you have the earlier wheels knock out the rollpin, several little knocks are far better 
than heavy blows. 
 
 
3. Slide the dummy clutch off the axle, lightly grease the axle and replace with the new 
dummy clutch. 
 
 
4. Line the hole up on the dummy clutch with the hole in the shaft (check that the dummy 
clutch is on the right way with the ‘pips’ facing outwards. Now knock the roll pin through 
the dummy clutch ensuring that it goes right through the axle into the other side of the 
dummy clutch. 
 
 
5. Put the wheel back on, repeat the process for the second clutch. 
 
 
 
 
 
Happy golfing. 

The Golf Workshop     -     sales@golfworkshop.co.uk 
 


