
FITTING INSTRUCTIONS FOR CONVERTING FREEWAY OR 
CLASSIC LEGEND TO ELECTRONIC DISTANCE CONTROL 

 
The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or advice 
from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back 
when re-assembling. 
 
Remove the coloured end cap from the speed control knob (Fig.1) with your finger nail or a small blade. 
Undo the fixing nut and remove the knob. Undo the handle nuts and bolts holding the two parts together 
and split apart, being careful not to damage wires etc. Unclip the two wires from the rocker switch and 
undo the nut holding the potentiometer into the handle. Unscrew two wires from the terminal block and 
unscrew the old potentiometer from handle and discard this potentiometer and use the EDF version. 
 
Take the top section of handle and drill a small pilot hole. Then drill the hole out to 12mm to take the 
green button as shown in Fig.2. (If you have the older PK262/3 handle with the flat section on the left then 
drill your hole there). Push the button into the hole and tighten the plastic nut to hold it in place. Fit the 
new EDF potentiometer into the existing hole in the handle, one lock washer on the inside and the other 
on the outside. Fit the nut and tighten up. 
 
Push the two small spade terminals on to the tags on the EDF button and the larger two on to the rocker 
switch terminals. They can be fitted either way round. Re wire the two handle wires into the new terminal 
block. Fit the lower handle section back on to the handle tube and tuck in all the wires so they do not 
come between the two halves. Fit top section and replace nuts and bolts to hold together. Refit the control 
knob and the coloured end cap. 
 
Connect the battery and test. With the pot turned off & trolley stationary, press the green button 
once for 15mtr. twice for 30mtr. or three times for 45mtr. If pressed 4 times a safety cut out needs to 
be reset. Disconnect the battery and re-connect to reset. 
 
If you are unsure then place blocks under the trolley to lift the wheels off of the ground, this will allow you 
to test the distance facility without having to walk with the trolley. 
 
Happy golfing. 
 
 
 
 
 
 
 
 
 
 

       Drill 12mm. hole 
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      Fig.1                                                                                   Fig.2                Centre of hole 12mm from edge of cut out   

      Coloured End Cap, fixing nut underneath                              Drill pilot hole then 12mm. hole 


