
 
FITTING INSTRUCTIONS - AXLE FOR FREEWAY 

 
The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or advice 
from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back 
when re-assembling. 
 
Remove both wheels and the clutches. Each clutch is held on with a rollpin (Fig.1) and is tapped out using 
a pin punch or similar. The pin is parallel and can be removed from either end. (Older Freeways have the 
clutches in the wheels, just remove the wheel). 
 
Prise off the tapered plastic cover on the left side of the gearbox to expose another rollpin (Fig.2) securing 
the axle to the gearbox. Tap out this rollpin, thus freeing the axle from the gearbox. 
 
Draw the axle out through the gearbox and the axle blocks. You might need application of WD40 to ease 
it. 
 
Grease or oil the axle and slide it back through the axle block, gearbox and through the other axle block 
attached to the frame. 
 
DO NOT FORGET TO PUT THE GEARBOX TAPERED COVER ON THE AXLE PRIOR TO SLIDING IT 
INTO THE GEARBOX.  
 
Line up the axle hole with the gearbox hole and tap in the rollpin to secure, slide the tapered plastic cover 
onto the gearbox. 
 
Refit the clutches and the wheels and away you go. 
 
 
Happy golfing. 
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