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FITTING INSTRUCTIONS – FREEWAY II GEARBOX 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage, take photographs so that you can check back when 
re-assembling. If you disconnect any cabling underneath the battery tray then make sure you plug it back in correctly. 
         
Removing a FWII Gearbox 
First, remove both wheels then turn the trolley upside down 
 
Remove the gearbox roll pin covers to reveal the pins one left one right (Pic.1) 
 
Remove a clutch by knocking out the pin with a 3mm pin punch (either L/H or R/H – no need to remove both) 
Then remove both of the gearbox roll pins with a 3mm pin punch and pull out the axle from the end with a clutch 
still on it. 
 
Unscrew the 2 gearbox to motor screws and remove (Pic.2), quarter turn the gearbox and pull towards you to 
remove, on this trolley the worm is part of the motor so rotating the gearbox slightly will ease the removal of the 
gearbox (Pic.3) 
 
Replacing a FWII Gearbox 
Present the gearbox to the motor worm and rotate the gearbox slightly whilst pushing it onto the motor worm, on 
this trolley the worm is part of the motor so rotating the gearbox slightly will ease fitting of the gearbox and prevent 
damage. 
 
Fix the gearbox to the motor, re-insert the 2 motor to gearbox screws, hand tight for now (the last thing you do 
will be tighten these screws). 
 
Re-insert the axle, make sure you put the two roll pin covers back onto the axle whilst pushing the axle through the 
trolley and gearbox. Re-fit the two gearbox drive pins and slide the roll pin covers back onto the gearbox housing. 
Refit the clutch which you previously removed. 
 
Finally, you will need to set the trolley running on speed 4 and gently twist the motor until you find the quietist 
position. Tighten up the motor to gearbox screws whilst the trolley is running, the best method for this is ½ turn on 
left screw, then ½ on the right and so on until both screws are firmly in place. This helps with the alignment of the 
gearbox and axle to the frame and this method of assembly is proven to reduce amperage draw when the trolley is 
in use! 
 
Once complete make sure you test the trolley fully again and: 
Check the gearbox is programmed to S Box or EBS as appropriate by holding down the up and down button while 
inserting the battery, select the correct gearbox, once changed disconnect the battery. 
 
Check other settings by holding down the centre button whilst connecting the battery, further instructions for this 
are in the owner’s manual, bear in mind that if the wrong battery is selected this will affect the performance of the 
trolley. 
 
Happy golfing. 
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