
FITTING INSTRUCTIONS – JACK PLUG & CABLE TO CLASSIC 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please 
seek help or advice from a qualified person.  Use a small container to keeps parts in whilst 
working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you 
can check back when re-assembling. 
 

1. Undo all the screws on the top of the handle and separate the top and bottom halves. 
 

2. Coming up through the handle tube will be a handle wire, with three wires. You will need to 
undo the connector so that all wires are released from the block connector. 
 

3. Completely remove the plastic handle from the handle tube. 
 

4. Remove the upper bag stay from the handle tube. 
 

5. Draw the old cable down through the tube and remove the rubber grommet. 
 

6. Slide a new grommet on the new cable, tape the three wires together and feed them into the 
lower hole in the tube until it comes out of the top. Remove the tape on the wires. 
 

7. Feed the grommet into the bottom hole from one side and use a small screwdriver to gently 
push the grommet completely into the hole. 
 

8. Once fully installed re fit the upper bag stay ensuring you do not damage the new handle 
cable. 
 

9. WHITE CLASSIC – 3 WIRE TERMINAL BLOCK: You now need to connect the wires back 
into the connector block, blue to blue, green to green and red to brown. Once you have 
inserted the wire please tighten. Nearly finished but before we close the handle ensure that 
the wires are tight, to do this just tug on the wire. If any wiring comes out of the connector then 
you have not done it tight enough 
 

10. CLASSIC LEGEND – 2 WIRE TERMINAL BLOCK:  You now need to connect the wires back 
into the connector block, Link brown and green in one terminal & connect to red, then blue in 
the other terminal and connect to blue, Once you have inserted the wires please tighten. 
Nearly finished but before we close the handle ensure that the wires are tight, to do this just 
tug on the wire. If any wiring comes out of the connector then you have not done it tight 
enough 
 

11. Tuck all the wires into the inner handle 
 

12. This is the final bit, put all the screws and nuts back in to the handle and do the handle up 
ensuring that you do not trap any of the wires between the two halves of the handle. 
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