
EDF EBS POTENTIOMETER FOR POWAKADDY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
Equipment Needed:- 13 mm Spanner, Cross and flat headed screw drivers and long nose pliers if required. 
 
1. Undo all the screws in the handle, depending on the age of your machine there will either be four or five screws. 
Now carefully separate the top and bottom halves. 
 
2. The two spade connectors that are connected to the on/off switch will need to be carefully pulled off. This can 
be 
done with your hands or if it is too tight use a pair of long nose pliers. 
 
3. The knob on the side of the handle needs to be removed; first, the yellow/red/green cap needs to come off. This 
is quite simple and a finger nail or flat headed screwdriver can be carefully used to ease the cap off. 
 
4. Using the 5 mm spanner (or pliers), undo the brass nut that you have revealed under the cap. This only needs 
to be loosened, not completely undone, so that the knob slides off. 
 
5. You will then see another silver nut, using the 7 mm spanner (or pliers) undo this and remove it along with the 
barbed washer. Keep the washers for use with your new pot. 
 
6. The last connection is the handle wire; carefully loosen the two screws on the connector block so that you can 
take out the red and blue wires. 
 
7. You will now be able to be remove the pot fully from the handle. 
 
8. The new Pot is now ready to fit. 
 
9. In order to fit the Pot you will need to put the largest barbed washer onto the pot thread first, then fit the Pot 
through the hole in the handle. The smaller barbed washer then goes on followed by the nut. Tighten the nut with 
your spanner but do not over tighten the nut, as soon as you feel resistance it is the perfect time to stop tightening. 
 
10. Turn the shaft of the pot towards you (anticlockwise) put the black knob onto the shaft of the Pot, please make 
sure that the white line on the knob is facing up. Tighten the brass nut inside the knob this should be tight enough 
so that it turns the Pot and but will not turn on the shaft of the Pot. 
 
11. Insert the yellow, red or green cap cover. 
 
12. Connect the two small spade terminals to the on/off switch, it does not matter which way they connect. 
 
13. Connect the two larger spade terminals with green wires to the green EDF button, it does not matter which way 
they connect. 
 
14. Connect the two larger spade terminals with the red wires to the green EBS button, it does not matter which 
way they connect. 
 
15. The red and blue handle wire needs to be connected to the Pot, it does not matter which way they go in. Once 
you have inserted the wires into the connector, please tighten. Nearly finished but before we close the handle 
ensure that the wires are tight, to do this just tug gently on each wire. 
 
16. Put the two halves of the handle back together making sure that you have not caught any wires between the 
plastic handle parts, now replace the screws in the handle. 
 
 
Happy golfing. 



 

The Golf Workshop –sales@golfworkshop.co.uk 
 


