
TROLLEY TIDY FITTING INSTRUCTIONS 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
Please ensure that you follow these instructions carefully, failure to do so could lead to personal injury or damage 
to your equipment. This trolley tidy must be fitted to a sound wall able to take the weight of your trolley, battery 
and charger. Use the fixings supplied, if in doubt, consult a qualified tradesman. 
 
Tools:  You will need a medium cross head screwdriver, power drill with 8mm masonry bit, 10mm spanner or 
socket and a steel rule. 
Contents: 1 x Trolley Tidy tray  2 x Trolley Tidy support arms 

 4 x 30mm x M6 Coach Bolts  4 x M6 Serrated washers 
 4 x 10mm x M6 nuts  4 x 50mm cross head screws 
 4 x wall plugs 
Instructions: 

1. Unpack and identify all of the parts. 
 

2. Decide where you will hang the trolley, this is normally over the clutches just inside the wheels, however 
you could use a frame part. 

 
3. Now roughly measure the distance needed between the arms in order to hang your trolley, this will 

determine which set of slots are needed. 
 

4. Thread the coach bolts through the appropriate slot and fit the arms to the underside of the tray (the 
raised lip should be on top of the tray). 

 
5. Once through the tray and arm, fit a washer and a nut and tighten loosely. Repeat with all 4 fixings. 

 
6. Offer up the Trolley Tidy to your trolley and adjust the width so that it is an exact fit and that the arms are 

equal distances from the ends of the tray. 
 

7. Now tighten the nuts onto the bolts ensuring that the underside of the coach bolt, which is square, goes 
into the slots. Tighten firmly and recheck that the arms are in the right place when offered up to your 
trolley. 

 
8. Select where you will hang your trolley, ideally as close to a mains socket as possible, then you can charge 

your battery on the Trolley Tidy. Don’t put it too high, you will need to lift the trolley and battery into 
place once fitted. 

 
9. Offer the assembled trolley tidy to the wall, check it is level and mark the holes through the holes in the 

arms. 
 

10. Drill the holes using an 8mm drill bit to a depth of 40mm and push the supplied wall plugs into place. 
 

11. Using the 4 x 50mm screws, tighten the Trolley Tidy to the wall firmly. Check to ensure all screws are 
firmly done up. 

 
12. Put your battery and charger on top and hang your trolley in position, job done. 

 
MADE IN GREAT BRITAIN 

 
The Golf Workshop –sales@golfworkshop.co.uk 

 


