
 
FITTING INSTRUCTIONS  

REPLACEMENT TYRES FOR DOMED OR SPORT WHEELS 
 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
 
Remove the wheels from the trolley and first thing is to remove the self tapping screws (save 
these as you will need to re-use them later) and cut off the old tyres, we have not found a 
way of just sliding them off. In the workshop we use a Dremel cutter but a hacksaw and 
Stanley knife will do. Cut a section of the tyre out as you would cut a slice out of a round 
cake. Completely remove the “slice” and the tyre will peel off the hub. 
 
You will see the hubs and tyres are tapered to fit each other. Lay the hub on the floor with 
the small end of the taper uppermost. Apply some WD40 or washing up liquid to the hub. In 
the cold weather, warm the new tyre in hot water or with a hot air gun. 
 
Place the tyre over the hub and put a piece of wood on the top and using a mallet or rubber 
hammer tap the new tyre over the hub or being careful, stand on the wood and use body 
weight to push it on. Ensure the tyre is fully located on to the hub. The other method is to 
place a piece of wood on each side and use ratchet G-cramps to slowly force the tyre over 
the hub. 
 
Once fully located screw the two self tapping screws in to the existing holes in the hub to 
stop the tyre rotating on the hub. 
 
 
Happy golfing. 
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