
FITTING INSTRUCTIONS FOR REPLACING 
UPPER CENTRAL TUBE ON FREEWAY 

 
The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or advice from a 
qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check back when re-
assembling. 
 
Undo the handle screws and nuts and save to re-use. Separate the two halves of the plastic handle and disconnect the two wires 
from the terminal block. 
 
Remove the domed starlock from the lock latch and slide lock by levering off with a screwdriver. Underneath each domed starlock 
there is a starlock, lever underneath the edge of these with a screwdriver and when one edge lifts use side cutters to grip the 
starlock and twist it off the rivet shaft. 
 
Remove the lock latch rivet, save for re-use later, and slide the lock latch off the old tube.  
 
Drill out the 5mm pop rivet in the underside of the plastic hinge, just drill the head and tap the body into the tube. 
 
Remove black plastic nut caps and the M5 x 90 bolt and nut, the frame tubes will now come apart. Draw the handle wire out of 
the tube and then remove the rubber grommet and save for re-use. 
 
Remove the rivet from the slide lock and remove it from the frame, save for re-use, pull the plastic hinge tube and spring from the 
end of the handle tube.  
 
ASSEMBLY: 
Push slide lock on the new tube and then the spring and plastic hinge tube. Push the rivet back through the slide lock making sure 
you also push it through the spring loop. Once in place fit the new pop rivet into the hole in the plastic hinge tube. Re-fit the M5 x 
90mm bolt through the three frame tubes, not too tight or the trolley will not fold, fit the M5 nut caps. 
 
Feed the rubber grommet over the handle wire and feed the wire back up the handle, twisting the ends together makes it easier to 
feed through. 
 
Push the lock latch back onto the tube and push the rivet through to secure it, be careful not to damage handle wire. If you can 
find a helper it makes fitting starlocks easier. Put a block of wood under the rivet head and using the small tube and a hammer 
tap the starlocks on to the rivets. Once fully home push on the domed starlocks either by hand or with a soft mallet. 
 
Wire the two handle wires into the terminal block, either way round. Offer up the lower handle moulding to the new tube and tuck 
in all wires. Fit the top moulding and then the nuts and bolts holding the two together. Do not over tighten or you will crack the 
handle. 
 
Job done,  Happy golfing. 
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