
FITTING INSTRUCTIONS – REAR CROSS BRACE FOR ROBOKADDY 
 

The Golf Workshop, nor any of its employees, assume no responsibility or liability 
for any damage or malfunction when a customer carries out self-fitting of this part. 

Any modification and/or conversion of the item invalidate any guarantee. 
We will supply telephone or email support if required 

 
Find a suitable flat clear surface to work on and if you are unsure of what you need to do please seek help or 
advice from a qualified person.  Use a small container to keeps parts in whilst working. 
 
If you have a digital camera, before you start and at each stage take photographs so that you can check 
back when re-assembling. 
 
The original cross brace was made of aluminium and had a habit of breaking in the centre where the long pop rivet 
went through the frame tubes. 
 
First drill out the pop rivets using a 5mm drill. Four rivets 4.8 x 10mm in battery tray  -  Two 4.8 x 18mm rivets 
connecting the controller housing to the cross brace  -  One 5 x 50mm in the centre of the cross brace, usually 
where the break is. 
 
Prise off the chrome starlocks, one on each side of the cross brace with a screwdriver and then the four 
standard starlocks. If hard to remove use a pair of side cutters and cut them off without damaging the rivets 
which you will re-use if you have not ordered replacements. 
 
Note how the black plastic spigot saddle washers fit as you will need to refit these. 
 
Remove the broken cross brace and refit the new one using the domed head rivets and starlocks. Pop the 
50mm rivet through the centre of the tube, it does not go right through. Fit the two 18mm pop rivets securing 
the controller housing to the cross brace.  
 
Make sure all starlocks are fully pressed on to the rivets and fit the domed starlocks.   
 
Once all tight, fit the pop rivets to secure the battery tray in place. 
 
 
Happy golfing. 
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